
Foundry 

 

1. Which is light metal in these? 

          Ans.  (A) Copper             (B) Led  

(C) Nickel                (D) Magnesium        

2. Which is heavy metal in these? 

          Ans  . (A) Magnesium            (B) Zinc 

(C) Nickel                  (D)Aluminum 

 

3. Which metal is not used for making core box? 

          Ans.   (A) Zinc             (B) Aluminum  

(C) Nickel                 (D) Steel      

 

4. Presence of which metal minimize of flexibility in gray cast iron? 

          Ans.  (A) Aluminum               (B) Zick 

(C) Chromium                (D) Graphite     

 

5. Permeability of molding sand is depends on which? 

          Ans.   (A) Grain size             (B) Grain shape 

(C)  Moisture contents             (D) All of the above       

 

  

6.   What is the disadvantage of wooden pattern ? 

          Ans.   (A) Heavy weight                      (B) More cost 

(C)  Deformation due to Moisture contents          (D) All of the above   

 

7. Oil fired furnace used for which metal  ? 

          Ans. (A) Cast steel              (B) Alloy steel 

(C)  Cast iron            (D) Non ferrous metal    

 



Foundry 

 

8. What is disadvantage of metal pattern? 

          Ans.  (A) Heavy weight                                       (B) Higher cost 

(C)Difficult to give shape                        (D) All of the above       

    

9. What is the effect of dryness on wooden pattern ? 

          Ans.  (A) Expand              (B) Change of color 

(C)  Shrinkage           (D) None of these      

 

10. Which is least preferred  grain shape of  molding sand for making mould ? 

          Ans.  (A) Triangular shape                   (B) Flat shape 

(C)  Round Shape                       (D) All of the above       

  

11. Which color is appear after mixing zinc and copper ? 

          Ans.  (A) Silver             (B) Pink 

(C)  Yellow          (D) Red 

 

12. Which coal is used in iron foundary ? 

          Ans.  (A) Steam coal            (B) Chaar coal 

(C)  Hard cock              (D) All of the above       

       

13. Highest melting point metal is ? 

          Ans.   (A) Tungsten            (B) Steel 

(C)  Nickel            (D) Cast iron 

 

14.   Which of the following metals has the lowest melting point ? 

          Ans.   (A) Silver             (B) Magnesium 

(C)  Zinc            (D) Tin       
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15. Which of the following metals has the lowest melting point ? 

          Ans.  (A) Brass                     (B) Magnesium 

(C)  Aluminum             (D) silver 

 

16. A pit furnace can be used for the melting of  ? 

          Ans.  (A) Cast iron                   (B) Aluminum 

(C)  Brass             (D) All of the above 

 

17. Oil fired furnaces are generally used for the melting of  ? 

          Ans.  (A) Cast steel                  (B) Alloy steel 

(C)  Non ferrous metals             (D) Cast iron 

 

18. Which wood can be used for making patterns ? 

          Ans.  (A) mathogany                            (B) Pine wood 

(C)  Teak wood                             (D) Any of the above 

   

19. The draw back with metallic pattern is ? 

          Ans.  (A) Excessive weight                    (B) Expensive 

(C)  Difficult to shape                 (D) All of the above 

 

20. Distortion in casting can be reduced by? 

          Ans.  (A) Modifying design                   (B) Providing sufficient machining allowances 

(C)  Improving foundry practice           (D) All of the above 

 

21. Sand is broadly specified by? 

          Ans.  (A) Grain size                 (B) Color 

(C)  Moisture content                (D) All of the above together 
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22. Metal moulds are used in? 

          Ans.  (A) Grain sand Moulding                         (B) Dry sand moulding 

(C)  Die casting process          (D) Loam Moulding 

 

23. Which substance is used to remove slag in iron foundry ? 

          Ans.  (A) Crush stone                   (B) Lime Stone 

(C)  Hard stone            (D) None of the above 

 

24. Which substance is used to prevent oxidation in iron foundry? 

          Ans.  (A) Grapery Powder                          (B) Lime stone powder 

(C)  Ferrosilicon powder                   (D) Magnesium powder 

 

25. Which substance used the prevent oxidation in non ferrous foundry (Brass Foundry)? 

          Ans.  (A) Phosphorus powder                   (B) Calcium Carbonate powder  

(C)  Graphite powder                  (D) Raw coal powder 

 

26. Amount the water contents in green mould is ? 

          Ans.  (A) 6-8 %                    (B) 1-2 %  

(C)  12-18 %            (D) 20-22 % 

 

27. Amount of carbon contents in cast iron is ? 

          Ans.  (A) 0.1%-0.5%                   (B) 1%-2%  

(C)  0.5%-1  %                    (D) 2%-5% 

 

28. What is the percentage of manganese in cast carbon steel? 

          Ans.  (A) 0.5-1%                    (B) 0.25-0.5%  

(C)  0.45-0.8%            (D) 1-2% 
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29. Conventional method of casting is ? 

          Ans.  (A) Role moulding                   (B) Induction moulding  

(C)  Sand moulding          (D) Permanent die casting 

 

30. What is the molten temperature range in cupola furnace in iron foundary ? 

          Ans.  (A) 1230-1280°C                   (B) 1140-1160°C  

(C)  1100-1150°C                  (D) 1200-1220°C 

 

31. Which of the following process in used for melting of steel? 

          Ans.  (A) L D process                   (B) Kaldo process  

(C)  Duplex process           (D) All of the above 

 

32. Tempering is generally done to reduce all of the following EXCEPT? 

          Ans.  (A) Ductility                    (B) Hardness  

(C)  Brittleness             (D) Tensile strength 

 

33. The “green sand” is termed so because ? 

          Ans.  (A) Grain size                   (B) It contain moisture  

(C)  It is green in colour           (D) None of the above 

 

34. Which substance is used to obtained better finish in iron casting? 

          Ans.  (A) Graphite powder                 (B) Silicon powder  

(C)  Charcoal powder            (D) Magnesium powders 

 

35. Which is generally manufacture from gray cast iron ? 

          Ans.  (A) Piston                     (B) Surgery equipment   

(C)  Engine block           (D) None of the above 
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36. Which furnace is used for casting of aluminum? 

          Ans.  (A) Electric furnace                   (B) Induction furnace  

(C)  Crucible furnace                (D) Hanging furnace 

 

37. What is the reason of blow hole in casting ? 

          Ans.  (A) High moisture                   (B) low permeability  

(C)  Improper grain size    (D) All of the above 

 

38. What is the melting temperature of copper  ? 

          Ans.  (A) 1080°C                    (B) 665°C  

(C)  1440°C                  (D) 1570°C 

 

39. What is the melting temperature of Aluminum? 

          Ans.  (A) 550-600°C                   (B) 650-700°C  

(C)  700-800°C                 (D) 800-850°C 

 

40. Which metal is added to prevent corrosion in cast iron ? 

          Ans.  (A) phosphorous                   (B) Nickel  

(C)  Silicon                  (D) Magnesium 

 

 

 

 

 

 

 

 

 

 

 

 

 


